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Table 1
Test Results for Atlantis Matrix Tank / Flo-Tank / D-Raintank

Product Matrix Tank / Flo-Tank / D-Raintank
Length of test section (Imm) 2055
Width of test section {(mm) 408
Gradient 1% (1V:100H) 5% (5V:100H) 10% (10V:100H)
Free surface height (mm) 150 300 450 150 300 450 150 300 450
Maximum flow rate for test section (L/s) 28 8.3 11.5 6.7 18.7 274 9.3 26.6 39.0
Hydraulic Roughness (Manning’s n coefficient) | 04273 | 03616 | 04321 | 03993 | 03589 | 04047 | 04068 | 03568 | 04021
Average Hydraulic Roughness 0.4069 0.3876 0.3886
Equivalent pipe diameter for same flow (mm)
FRC (Fibre n=0.013 and y/d=05 103 155 175 106 155 179 105 156 180
Reinforced Cement) n=0.013andy/d=1 79 119 135 82 120 138 81 120 139
) n=0013 and y/d=05 103 155 175 106 155 179 105 156 180
Reinforced Conerete ™= " " © 7 yid=1 79 119 135 82 120 138 81 120 139
n=0.011 and y/d=0.5 97 146 164 99 146 168 99 146 169
uPve n=001landy/d=1 75 112 127 77 113 130 76 113 130
Corrugated n=0.018 and y/d=05 116 175 198 119 176 203 119 176 203
Polyethylene Pipe n=0018andv/d=1 90 135 153 92 135 156 91 136 157
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Testing af Matrix Tank / Flo-Tank / D-Raintank
(eradients of 1% and 5% with a water level of 450 mm)
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Table 2
Test Results for Atlantis Flo-Channel

Product Flo-Channel (with a 200 mm openimng)
Length of test section (mm) 2055
Width of test section (mm) 408
Gradient 1% (1V:100H) 5% (5V:100H) 10% (10V:100H)*
Free surface height (mm) 150 300 450 150 300 450 150 300 430
Maximum flow rate for test section (L/s) 8.2 284 28.5 18.3 703 89.7 30.1 91.3 148.0
Hydraulic Roughness (Manning’s n coefficient) | 0.1469 | 0.1057 | 0.1740 | 0.1462 | 0.0955 | 0.1236 | 0.1257 | 0.1040 | 0.1003
Average Hydraulic Roughness 0.1422 0.1218 0.1100
Equivalent pipe diameter for same flow (mm)
FRC (Fibre n=0.013 and y/d = 0.5 154 246 246 154 255 280 163 247 296
Reinforced Cement) n=0.013andv/d=1 119 189 190 119 197 216 126 191 229
. n=0013 and y/d=05 154 246 246 154 255 280 163 247 296
Remforced Conerete | "= " nd yid=1 119 189 190 119 197 216 126 191 229
— n=0.011 and y/d=0.5 145 231 231 145 240 263 153 232 278
n=0011andy/d=1 112 178 178 112 185 203 118 179 215
Corrugated n=0.018 and y/d=0.5 174 278 278 174 288 316 184 279 335
Polyethylene Pipe n=0.018andy/d=1 134 214 214 134 222 244 142 215 258

* Note: Tests were carried ouf using two Atlantis Flo-Channel Modules only.

Testing of Flo-Channel (gradient of 10% with a water level of 150 mm)
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52mm Flo-Cell®cella drenante

Altezza: 52mm

Larghezza: 260mm

Lunghezza: 480mm

Resist. alla compres. 148.58 t/m?
Colore: Nero
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